BUYING DEPARTMENT

FAO

NEW PRODUCTS

Oil and allied products 150 bar By popular demand |, these
new hose reels are available with a
. W fixed bracket so that the hose reel
w [ stays in the same orientation
. regardless of the direction of pull on
the hose.

4 Not only is this more economical than
.*_ the previous standard swivel bracket
. but it is also particularly useful for
keeping banks of hose-reels looking
uniform.

e

This new high capacity

mobile waste oil drainer

has 25 litre greater capacity reservoir
allowing longer usage before
emptying.

Its useful height adjustment from
1.42m to 1.92m allows it to be used
with most pits and hoists. The
generous 15 litre catchment bowl is
mounted off-centre on the central
support tube in such a way that it has
an extended operating area of
diameter 780mm. The practical funnel
and anti-splash screen are removable
for cleaning.

The external level indicator shows
when the 115 litre reservoir needs
emptying, a job that can easily be
completed using compressed air.
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NEW PRODUCTS

AdBlue® is a synthetically produced 32.5% solution
of urea which is sprayed into the exhaust flow and into the
catalytic converter of diesel vehicles in order to reduce
emissions by converting approx.90% of the nitrous oxide
into harmless steam and nitrogen gas.
Hailed as a means to comply with the Euro 4 & 5
emissions legislation, the urea solution, which is also sold
under other brand names, can leach chemicals from the
materials it comes into contact with. These leached
chemicals damage catalytic converters. To
prevent this, great care needs to be taken in
the design, specification and manufacture
of all products in contact with the urea
solution.
After considerable research and testing
Elaflex and Raasm have produced a
number of products especially for
AdBlue® These include special ZVA nozzles
with a magnetic interlock device to prevent
accidental filling of the diesel tank, two grades of
hoses and a hosereel with high grade stainless steel
for all its wetted parts. IBC kits designed to fix the hose reel
to the top or side of an IBC are also available.
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KIND OF FLUID: SAE30 oil (ISdVG 100) 20 :C and 1” up to 160 I/min (from Summer 2007).

NEW CATALOGUE AND PRICE LIST
NOW AVAILABLE ON REQUEST

High Flow dispensing gun delivering up to 90 I/min with a max working
pressure of 100 bar. Ideal for use when transferring oil or ghilar non-flammable,
non-corrosive liquids. Features a locking lever to ease fatigue, a 3/4” swivel inlet &
a variety of spouts including a drip stop version.
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