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Tanned newly wed Raoul has
recently returned from South Africa
to follow in his father’s footsteps as a key
member of Permex’s staff.

His somewhat apprehensive expression
may be due to the fact that Dave was in
the middle of telling a joke just as
the picture was taken!

I’m sure you will join with us in
welcoming him to the
lubrication equipment
sales team.

RAASM’S manual oil dispenser
(RL32067) may look like a waste oil
drainer but it is designed specifically to
make filling  a whole lot easier.   The
adjustable height drip bowl catches all
the oil that can overflow when topping
up a rear axle, gearbox or differential.
This potentially contaminated overflow
oil does not automatically drain back
into the reservoir. The self-contained drip
bowl lifts easily off its support to allow the
contents to be re-used or disposed of as
you wish.

Available with
or without a hose-
end meter the 65
litre dispenser can
easily be
wheeled
around.

The double action pump
can handle high
viscosity oils (e.g.
EP90).



Please ask for a copy of our previous leaflets if you want to kn ow
more about:-

Purpose Built Lube skids, lorries & vans Training Sessions Air Operated Oil
Dispensers Special Scania dispenser to top up antifreeze Oil Control Valves
Slim Hoser eels fit cabinets LPGas On-Site Hose testing BioDiesel Air Regulators
for RAASM air discharge units Pressure Sprayers Stainless Steel hose reels Twin
pump tube pump Vapour Recovery nozzle Heavy duty hose reels Trolleys Twin
column ram hoists ZVA nozzle repairs or brand new versions Nozzle Hooks
AdBlue - what it is and what special products we can provide Di aphragm
pumps High flow dispensing guns Cased hose reel non-swivel brackets Paint
Colour options High capacity waste oil drainers Pit Drainers Industrial range
of pumps New Diesel hose reel Improved foot valve assembly fo r oil pumps
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PRODUCT NEWS
Changing Badger Meter batteries just got easier.
Older versions of the circular Badger digital meter
used to have the battery within the register
compartment.

The batteries were
either the solder-in

type or the
push-in
version.

The
batteries do
not need
replacing very

often but when they do it is a problem, particularly for the Weights & Measures
Approved (Green Circular) meter because opening the register destroys the lead
seal meaning that the meter has to be re-calibrated every time the batteries are

replaced.

Now the new
meters have been
re-designed with a
separate battery
compartment so
the 3V push-in
batteries can be
replaced on-site
without altering the calibration.

have two screws on the back and
take AAA batteries

For more details about battery
replacement please ask for our
Technical Bulletin 2

The rectangular green faced DI.M.O./ RAASM
meters

Permex Part No RLS3VBAT

Permex Part No RLS3VBATW


