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Phil is part of our in house OilWatch product team.
He is our chief software designer responsible for

writing the programs for this useful oil
management system.  When I asked him
how long he had worked for Permex he

said “I’ve had this bike for 2 years and
before that.....and I had a

red Ducati when I
joined” so its obvious

what the highlights
of his calendar

are.
I wonder if
you can
guess
what he
drives
on icy
and
wet
days?

RAASM’s new Oil Control Valve(Our ref. RL38022 list price £55) is

The valve can be colour coded using
the interchangeable plastic caps supplied with each
unit.  We strongly advise that you use thread
sealant (e.g. Loctite 577) on the screw if you
change the cap.   The brass valve is normally
trouble free so if there is any reduction in flow, a
clogged inlet strainer could be the culprit.

featured on
P212 of the RAASM 217 catalogue under the some what confusing heading of
Series 3/8”.  This refers to the internal diameter within the aluminium body (the inlet
swivel is ½”female.) which allows the 40litres/min through put shown in the
table on page 209.

The original design of valve is still available
(Our part no RL38024 list price £35).  Its robust
plastic body has a 3/8” internal diameter
with a ½” female inlet and gives a flow rate
of up to 30 litres/min.



“We can’t speak highly enough of them.
We love them.  Within the company we
have 5 and use them with up to EP90 oil.”

A quote straight from the end user - in this case a main Ford
dealership who have used these oil dispensers for years.

O.K.- so not everyone has a whatever-it-is
machine (or works in such a dangerous way!)
but you get the idea - whenever you need to
top up or fill oil into a machine or engine,
these units allow you to do it easily without
having to be near an air supply or
needing to reach the handle of a
manual pump.
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Please ask for a copy of our previous leaflets if you want to kn ow
more about:-

Slim Hosereels fit cabinets LPGas On-Site Hose testing BioDiesel Air
Regulators for RAASM air discharge units Pressure SprayersStainless Steel
hosereels Twin pump tube pump Vapour Recovery nozzle Heavy duty
hosereels Trolleys Twin column ram hoists ZVA nozzle repairs or brand new
versions Nozzle Hooks AdBlue - what it is and what special products we can
provide Diaphragm pumps High flow dispensing guns Cased hos e reel non-
swivel brackets Paint Colour options High capacity waste oil drainers Pit
Drainers Industrial range of pumps New Diesel hosereel Improved foot valve
assembly for oil pumps
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PRODUCT NEWS

A “Scania” version of the oil dispenser , fitted with a
special coupling, a pressure gauge and air regulator is used
to top up antifreeze in the Scania’s coolant
system.  Connected to a non-return valve on
the vehicle, the dispenser’s air regulator is
pre-set to 2 bar to stop the radiator cap’s
pressure relief mechanism from being
activated during the filling process.

RAASM’s Air Operated Oil Dispensers are available in 2 sizes .
The portable 16 litre (RL33016) and the wheeled 24 litre (RL33024).
Once filled with oil and pressurised to between 6 and 8 bar they are
completely self contained and can be used at any distance from a
compressed air system.


